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AEP, AFH series

External dimensions in mm1 (height x width x depth)

Internal dimensions in mm (height x width x depth)

Inner volume ca.
Weight WG Class I

Weight WG Class II

Transport diameter2
Weight WG Class III

Measures and weight 5
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1550 x 700 x 500
1410 x 650 x 430

AFH

320 kg

1448 x 539 x 800

Weight
Inner volume ca.

Measures and weight 5

Transport diameter

Lockable inner
compartment

Door height
Number of doors

Accessories 5

Shelf for files
 * Number of removable

shelves if fitted with
lockable inner compartment

Telescopic shelf

Working width
Working depth

Telescopic suspension frame
for suspension files

DIN A4 landscape format
Working depth

Telescopic suspension frame

for EDP suspension files
(stockform paper 375 x 12”)

Hanging file rack

for Elba hanging files
DIN A4 landscape format

Fireproof disc tray AD 10

Ext. dimension: 525 x 390 x 420
Int. dimension: 340 x 210 x 225

Fireproof disc tray AD 20

Ext. dimension:  525 x 745 x 420
Int. dimension: 340 x 565 x 225

External dimensions in mm1

Internal dimensions in mm

 550 mm

AEP 510

122 litres

360 kg

 750 mm

375 kg

1020 x 647 x 745
690 x 407 x 435

395 kg

140 mm
single-door

325 mm
400 mm

1

––

––

AEP 515

150 litres

420 kg

 750 mm

440 kg

1180 x 647 x 745
850 x 407 x 435

460 kg

140 mm
single-door

325 mm
400 mm

1

AEP 520

213 litres

530 kg

750 mm

555 kg

1530 x 647 x 745
1205 x 407 x 435

580 kg

140 mm
single-door

325 mm
400 mm

2/1*

AEP 530

465 litres

740 kg

 750 mm

770 kg

1730 x 1003 x 745
1400 x 763 x 435

810 kg

330 mm
single-door

685 mm
400 mm

3/2*

AEP 540

574 litres

990 kg

 750 mm

1040 kg

2060 x 1003 x 745
1730 x 763 x 435

1090 kg

330 mm
single-door

685 mm
400 mm

4/3* ––

––

––

DST 5000
850 x 700 x 500
710 x 650 x 430

199 litres

80 kg

––

1

600 mm

DST 6000

300 litres

100 kg

1200 x 700 x 500
1060 x 650 x 430

330 mm
single-door

2/1*

600 mm

DST 7000

391 litres

120 kg

330 mm
single-door

3/2*

 600 mm

DST 9500

700 litres

180 kg

1950 x 950 x 500
1810 x 900 x 430

single-lane

685 mm
400 mm

two-lane

330 mm
two-door

4/3*

 600 mm
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DST series

Lockable inner
compartment

Door height
Number of doors

Accessories 5

Shelf for files
 * Number of removable

shelves if fitted with
lockable inner compartment

Telescopic shelf

Working width
Working depth

Telescopic suspension frame

for suspension files
DIN A4 landscape format

Telescopic suspension frame

for EDP suspension files
(stockform paper 375 x 12”)

Hanging file rack

for Elba hanging files
DIN A4 landscape format

––

Till
card
index
box

Our safes come
with a two-way
safety lock as a
standard
feature.

Alternatively all
models of the DST
and AEP series are
available with a
mechanic or elec-
tronic code lock.

Features

two-doorSpecial features

upon request upon request upon request

upon request upon request upon request

single-laneupon request upon request upon request

single-laneupon request upon request upon request

––

–– ––

Special features of the AEP series

Ankerdübel
Bohrloch

Ankerschraube
u. Scheibe

Schrank

Sockel

Boden

Cabinets of the
AEP series that
weigh less than
1000 kg are
prepared for
anchoring.

Easy-running
doors through
quality ball
bearings.
(AEP series).

single-lane single-lane single-lane single-lane single-lane

single-lane single-lane single-lane single-lane single-lane

optional optional optional

optional optional

inside dimension
drawer

299 x 387 x 660 mm

single-lane
400 mm

total of 2.46
metressingle-lane

400 mm
single-lane

400 mm
two-lane
400 mm

two-lane
400 mm

––

––

––

Fireproof disc tray AD 10 Telescopic shelf Shelf Fully lockable drawer with
central lock

Triple-wall door Lockable inner compartment
(Ill. two-door)

Telescopic suspension frame
for suspension files

Standard fittings
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AEP 510 - 520 AEP 530/540

Specifications in mm
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Required footprint

Vandalism
Optimum protection against vandalism

Shatter proof
Shatter test from 9.15 m height in accordance with EN 1047-1

Tilt resistance
With doors open and drawers extracted

Gas
Protection against penetration of smoke and aggressive conflagration gases

Protection against fire in accordance with EN 1047-1
Protection against fire through sandwich construction with highquality insulants

Tested burglar proofness in accordance with EN 1143-1
Tested burglar proofness in accordance with EN 1143-1

Protection against explosives
Optimum protection against explosions

Magnetism
Protection against hazards caused by magnetism

Features of performance – overview

Sealing system for water
Contents are e.g. protected against water for fire fighting

Twistlock
Wraparound locking through 25mm twistlock

Preparation for alarm systems
Preparation for connection to alarm systems optional

TÜV
Monitored by the TÜV (Technical Inspection Agency)

Accident protection
Warranty for tested accident protection

Recycling
Raw materials are taken back and reused

DIN 4102
The multi-wall construction design of door- and casing walls, the use of fire-
resistant insulants in accordance with DIN 4102 as well as the all-around fire lock
seam provide the cabinets not only with burglar-protection but also with fire-
protection against light fires.

DIN
4102

1 All AEP series cabinets are 30 mm wider and 80 mm
deeper because of the fittings.

2 With the AEP series the door can be unhinged in all
models.

120 Min
1090° C

120 Min
1090° C

120 Min
1090° C

120 Min
1090° C

60 Min
950° C

120 Min
1090° C

1 Because of the fittings the cabinets are 80 mm deeper.

DIN
4102

Further fitting-out possibilities are available upon request Further fitting-out possibilities are available upon request

The cabinets of the DST and AEP series are mass-produced in RAL 7015 slate grey and
RAL 7035 light grey with a choice of silver-coloured or black fittings. The standard colour
for the AFH model is RAL 7035 light grey. Upon request all RAL colours are available at
extra charge.

DIN
4102

DIN
4102

DIN
4102
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